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FCC & DOC COMPLIANCE 



Federal Communications Commission Statement 

This device complies with FCC Rules Part 15. Operation is subject to the following 
two conditions: 

• This device may not cause harmful interference, and 

• This device must accept any interference received, including interference that 
may cause undesired operation. 

This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with manufacturer's instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that interference 
will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the interference by one 
or more of the following measures: 

• Re-orient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment to an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 

WARNING! Any changes or modifications to this product not expressly approved by the 
manufacturer could void any assurances of safety or performance and could result in violation 
of Part 15 of the FCC Rules. 

Canadian Department of Communications Statement 

This digital apparatus does not exceed the Class B limits for radio noise emissions 
from digital apparatus set out in the Radio Interference Regulations of the Canadian 
Department of Communications. 

This Class B digital apparatus complies with Canadian ICES-003. 

Cet appareil numerique de la classe B est conforme a la norme NMB-003 du Canada. 
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SAFETY WARNINGS 



CD-ROM Drive Safety Warnings 



CLASS I LASER PRODUCT 
APPAREIL A LASER DE CLASSE 1 
KLASSE 1 LASER APPARAT 
LUOKAN 1 LASERLAITE 



PRODUIT LASER CATEGORIE 1 



CAUTION INVISIBLE LASER RADIATION WHEN OPEN. DO NOT STARE INTO BEAM. 

ADVARSEL LASERSTRALING VED ABNING SE IKKE IND I STRALEN. 

ADVARSEL LASERSTRALING NAR DEKSEL APNES. STIRR IKKE INN I STRALEN. 

VARNING LASERSTRALNING NAR DENNA DEL AR OPPNAD. STIRRA EJ IN I STRALEN. 

VARO! AVATTAESSA OLET ALTTIINA LASERSATEILYLLE. 

VARNING LASERSTRALNING NAR DENNA DEL AR OPPNAD. ALA TUIJOTA 
SATEESEEN. STIRRA EJ IN I STRALEN. 

VORSICHT UNSICHTBARE LASERSTRAHLUNG WENN GEOFFNET. NICT IN DEN 
STRAHLSEHEN. 

ATTENTION RADIATION DU FAISCEAU LASER INVISIBLE EN CAS D'OUVERTURE. 
EVITERTOUTE EXPOSITION AU FAISCEAU. 

CAUTION USE OF ANY CONTROLS OR ADJUSTMENTS OR PROCEDURES OTHER 
THAN THOSE SPECIFIED HEREIN MAY RESULT IN HAZARDOUS RADIATION EXPO- 
SURE. TO PREVENT EXPOSURE TO LASER EMANATIONS (HARMFUL TO HUMAN 
EYES), DO NOT ATTEMPT TO DISASSEMBLE THIS UNIT. 
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INTRODUCTION 



Introduction 

Thank you for choosing High-Speed CD-ROM Drive. The CD-ROM Drive adds 
multimedia capabilities, such as sound and video, into your system. With it, you can 
take advantage of the thousands of CD titles available today for your entertainment, 
education, and productivity. 

CD-ROM Drive implements patented suspension design -"DDSS II" - Double 
Dynamic Suspension System and successfully minimizes vibration caused by spindle 
motor and resonance between components as well as the drive and PC cases DDSS 
II assures CD-ROM Drive to provide highest performance, best stability and all the 
features beyond your expectation. 

Another feature of the CD-ROM Drive is that it is connected by means of the IDE 
connector of your computer. This connector is usually used to install the hard disk 
to your computer. By using the IDE connection, you avoid the need to use an interface 
card. 

The User's Manual explains how to install the CD-ROM Drive and the software to 
use your new drive. You may find it quick and easy to install the drive with Quick 
Installation Guide in your familiar language attached in this manual if you follow 
the instructions carefully. You will also learn from this manual how to use your CD- 
ROM Drive and solve problems you might encounter. 
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I. HARDWARE INSTALLATION 




Safety Information 



Observe the following precautions before installing and using the High-Speed CD- 
ROM Drive! 

Installation Notices 



Do not place this device in an unstable 
position, or in one that vibrates. 



Do not place this device in areas where 
there is direct sunlight, high humidity, 
or damp condition. 



Do not use or place this device near 
magnetic fields, televisions, or radios, 
where there is interference that may 
affect the performance of the drive. 



Do not attempt to disassemble or repair 
the drive. Opening the drive may result 
to exposure to laser radiation. 
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I. HARDWARE INSTALLATION 



Safety Information 



SAFETY WARNINGS 

CA UTION 1 . Use of any controls or adjustments or procedures other than specified herein 
may result in hazardous radiation exposure. 

2. To prevent exposure to laser emanations (harmful to human eye), do not 
attempt to disassemble this unit. 



Using the Device 

• Do not place damaged or warped discs inside the device. A warped disc may 
break while in use and damage the device, or cause body injury. 

• Do not move the device from a cold to a warm or hot environment. Drastic 
change of temperature is harmful to the device. 

• Before moving or uninstalling the drive, remove a disc from it, if any. 

• Prevent liquids or any metal to get into the device. If this situation occurs, contact 
your retailer for help. 

• Do not use any evaporating solvents to clean the device. If you accidentally 
sprayed any solvent on the device, use a clean cloth to wipe it. You may also use 
a neutral cleaner to dilute the solvent to easily wipe it from the device. 

• Try not to interrupt the supply of power while the device is in reading or writing 
mode. 

• Do not place discs into the device immediately if they came from a cold 
environment, specially during cold seasons. Wait until the discs have reached 
room temperature. 
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I. HARDWARE INSTALLATION 

Rear Panel Features 



DIGITAL ANALOG 
AUDIO AUDIO 



CABLE SELECT 
SLAVE 
I MASTER 

ill " — 

6 6 6 40 — 



IDE INTERFACE 



POWER 



fo o] [oocol 



O O O O 



® 



© 



© © ® ® © © 

D: Digital; G: Ground; R: Right audio channel; L: Left audio channel 

NOTE: The pin settings or definitions of the connectors and jumpers are also engraved on 
the Rear Panel of your CD-ROM Drive. 

Power Supply connector connects to the computer's power supply. 
IDE Interface connector connects to a 40-pin IDE interface cable. Make sure that the red 
stripe on the cable is oriented with Pin 1 of the CD-ROM Drive's IDE Interface connector. 
Device configuration jumper allows you to set your CD-ROM Drive as the Master or 
Slave drive. The default setting is Slave, wherein the jumper is on "SLAVE". "CABLE 
SELECT" is reserved and should not be used. 

Analog Audio line out connector has two channels, right ("R") and left ("L") audio outputs, 
and allows you to direct audio output from your CD-ROM Drive to your sound card, if 
available, when connected using a CD audio cable. "G" is for Ground. 

NOTES: (1 ) If the pin definitions on your sound card are not the same as that on your CD- 
ROM Drive, check with your dealer for a compatible cable; (2) If you do not have a sound 
card, plug earphones, headphones, or powered/self-amplified speakers to the headphones 
Jack on your CD-ROM's front panel (see Front Panel Controls). Set the volume controls of 
your drive and powered/self-amplified speakers to minimum before starting or restarting your 
computer. This is to prevent possible damage to the earphones, headphones, or speakers. 

© Digital Audio output connector offers high quality audio effect by outputting digital signal to a 
D/A converter or for recording to a digital audio tape (DAT) or professional audio recording 
system. The connector follows the EBU-IEC958 standard set by the European Broadcast Union. 

® Testing jumpers are reserved for manufacturer's internal testing/diagnostic purposes. 

Installing Your CD-ROM Drive 

Before installing your CD-ROM Drive into your computer (see Quick Installation Guide 
for instructions on installing your CD-ROM Drive), set your drive as either the Master or 
Slave (default) drive by placing the jumper cap on the desired jumper 



§ 



Slave Drive (Default) 



Master Drive 



NOTE: If your computer only allows you to connect a maximum of two devices and you 
have two hard disks, remove the Slave hard disk— you need the other IDE connector for 
your CD-ROM Drive. If you only have one hard disk, set your CD-ROM Drive as Slave. If 
your computer has two IDE connectors and two hard disks installed, either set your CD- 
ROM Drive as Master on the secondary IDE connector or remove the Slave hard disk and 
replace it with your CD-ROM Drive. Refer to your computer's manual for your system's 
configuration and instructions on hardware installation. 
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I. HARDWARE INSTALLATION 

Inserting Your CD-ROM Drive into Your Computer 

Insert the CD-ROM Drive into one of the free 5.25-inch bays available for disk drives. 




NOTE: Do not slide the drive completely into the vacant drive bay. Leave some space at the 
rear so that it will be easier for you to connect cables to your drive. 

Connecting Cables to the CD-ROM Drive 



Audio Cable 
Red stripe (IDE Ribbon Cable) 




Power Supply Cable 



1. Connect an unused power supply cable to the back i of your CD-ROM Drive. 

2. Connect the 40-pin IDE ribbon cable to the back ; of your CD-ROM Drive. 

NOTE: Orient the red stripe on the cable with Pin 1 of the CD-ROM Drive's IDE Interface 
connector. 

3 . If you have a sound card, connect the 4-pin CD audio cable to the CD-ROM Drive's 
Analog Audio line out connector 4. Otherwise, proceed to the next step. 

NOTE: If the pin definitions on your sound card are not the same as that (see preceding 
section) on your CD-ROM Drive, check with your dealer for a compatible cable. 

4. If you do not have a sound card, plug earphones, headphones, or powered/self- 
amplified speakers to the Headphone Jack on your CD-ROM's front panel (see CD- 
ROM DRIVE OPERATION). Set the volume controls of your drive and powered/ 
self-amplified speakers to minimum before starting or restarting your computer. 
This will prevent possible damage to the earphones, headphones, or speakers. 

NOTE: The Headphone Jack is used solely for headphones. 
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II. SOFTWARE INSTALLATION 



Windows 9x 5 Windows NT/2000/XP 

If your CD-ROM Drive is already installed, Windows 9x or Windows NT/2000/XP 
will automatically detect it and determine the appropriate settings for the drive and 
install or load the correct driver. 



o ■ 

o cn 

CO < 



OS/2 and Other Operating Systems 

Your CD-ROM Drive supports the ATAPI drive interface. Your system should be able 
to automatically detect your CD-ROM Drive and load the appropriate device driver. 
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. CD-ROM DRIVE OPERATION 



Front Panel Controls 




© Headphone Jack allows you to connect a pair of earphones or headphones to the drive for 
private listening. It also allows you to connect a pair of powered/self-amplified speakers. 
Just plug them into the headphones Jack. 

NOTE: The headphones Jack can only be used to listen to audio CD discs. 

© Volume Control allows you to adjust the volume of your earphones, headphones or powered/ 
self-amplified speakers connected to the headphones Jack. This control has no effect on 
the audio output from devices (such as speakers) connected to your sound card. 

® Disc Indicator lights up when there is a disc inside your CD-ROM Drive, otherwise this 
indicator will not light. This indicator flashes whenever your CD-ROM Drive is busy reading 
information from your disc or when your drive is in use. 

® Emergency Ejection Hole allows you to manually eject the tray. To manually eject the tray, 
push gently but firmly the end of a large straightened paper clip about 3 cm (1 .25 inches) into 
the hole, slightly toward the right. When the tray is released, carefully pull the tray open. 

WARNING! (1) Make sure your computer is off before you attempt to manually eject the 
tray. Otherwise, your CD-ROM Drive may be damaged. (2) Do not force the tray open; wait 
until the paper clip has dislodged it to be sure you don't break the tray's front. 

® Select Buttons allows you to manually control your audio discs without having to run any 

software program. ^ 

Open/Close/Stop Button I — — J 

The right button has three states: OPEN, CLOSE, and STOP. If tray is closed, pressing this 
button will OPEN or eject it. If tray is out, pressing this button will CLOSE it. If the drive is 
playing, pressing this button will momentarily STOP or pause CD playback. 

Play/Skip Button I CZZZ 

The left button has two states: PLAY track and SKIP track. If the drive is idle, pressing this 
button will start PLAYing audio CD discs from the first track on. If the drive has been 
momentarily STOPped or paused, pressing this button will resume CD playback or rePLAY 
the audio discs. If the drive is playing, pressing momentarily this button will SKIP to the next 
track of an audio CD disc. 
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III. CD-ROM DRIVE OPERATION 



Emergency Eject 

The emergency eject pinhole on the front of the drive allows you to manually eject 
the drive tray and remove a disc from the drive in the following instances: 

• supply of power to the computer is cut due to electrical power outage 

• the drive malfunctions 

CAUTION! Use the manual method only as a last resort when the eject button does not 
work. Make sure that you have turned off your computer before ejecting the drive tray. 



Follow these steps to eject the drive tray using the emergency pinhole. 
1. Insert a paper clip or any pointed rod small enough to fit into the emergency 
pinhole. 




2. Carefully pull the tray out and remove the CD. 




CAUTION! Do not force the tray open; wait until the eject pin has dislodged the tray to 
avoid breaking the tray panel. 
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IV. TROUBLESHOOTING 



General Problems 



PROBLEM 

CAUSES 



SOLUTIONS 



Unable to access CD-ROM Drive. 

1 . The information in your CONFIG.SYS or AUTOEXEC .BAT or both files might 
be incorrect. (DOS only.) 

2. Some BIOS that include power management features use IRQ14 or IRQ 15, which 
should be reserved for IDE devices like your CD-ROM Drive. (DOS only.) 

1. Check the LASTDRIVE= entry in your CONFIG.SYS file. You might have to 
set the drive letter to one higher than your actual last drive letter. For example, 
if the last drive on your system is drive D, try setting the parameter in the 
CONFIG.SYS file to LASTDRIVE=E. (DOS only.) 

• Your CD-ROM Drive requires the drivers, MSCDEX.EXE and IDECD.S YS, 
to access the drive. Check your AUTOEXEC.BAT file for the statement 
C:\DOS\MSCDEX.EXE /D:IDECD01 and CONFIG.SYS file for the 
statement DEVICE=C:\ASUS_CD\ IDECD.SYS /D:IDECD01 (see II. 
Software Installation for more information). (DOS only.) 

2. Change the IRQ setting of the device that is using IRQ 14 or IRQ 15, for example, 
sound card or motherboard. Refer to the card or motherboard documentation 
for more information. (DOS only.) 



PROBLEM Cannot detect the CD-ROM Drive (Windows 9x or Windows NT). 

CAUSE There are times when Windows cannot detect a new hardware. 

SOLUTION Install the drivers manually. 

• Start the Add New Hardware wizard by double-clicking My Computer I 
Control Panel I Add New Hardware and then follow the instructions on 
your screen. 

NOTE: Let Windows detect your CD-ROM Drive. Make sure you have installed and connected 
your CD-ROM Drive in your computer before running the wizard. 



PROBLEM No sound from speakers. 

CAUSES 1. Audio cable or speakers are not connected properly. 

2. The volume is not adjusted to an audible level. 

3. The drive may be faulty. 

4. The card may be faulty. 

SOLUTIONS 1. Check that the CD audio cable is connected to the Analog Audio line out 
connector on the drive and sound card. Check also that the pin definitions of 
your CD-ROM Drive and sound card are the same. If not, check with your 
dealer for a compatible audio cable or ask a qualified technician to adjust the 
cables to match your CD-ROM Drive's pin definitions. Also, check that the 
speakers are connected to the correct jack on the sound card. 



2. Make sure the volume control is turned up to an audible range. 



3. Connect earphones or headphones to the headphones Jack. If there is no sound 
from your earphones or headphones, consult your dealer about your faulty drive. 

4. Connect earphones or headphones to the sound card's headphones Jack. If there 
is no sound from your earphones or headphones, check to see the audio cable is 
connected from the drive to the sound card (refer to your sound card manual 
for more information). If the audio cable is connected and there is still no sound 
from your earphones or headphones, consult your dealer about your faulty card. 
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IV. TROUBLESHOOTING 



PROBLEM Cannot achieve the maximum data transfer rate performance specified for the 

CD-ROM Drive. 

CAUSES 1. If you are using a benchmarking utility, it may be old. 

2. The disc is not full. 

3. Given the signal quality issues with PIO Mode 4 transfer rates in some 
systems and such variables as error correction, caching, processor overhead, 
and rotational speed, higher transfer rates may not be achievable with the 
default transfer mode. Thus transfer rates may be lower. 

4. The disc you are playing may not be in a CD-ROM or CD-ROM format. 
SOLUTIONS 1. Upgrade your benchmarking utility to one that supports tests on the outer 

tracks of your drive. Your CD-ROM Drive uses Constant Angular Velocity 
(CAV) technology, wherein the spindle motor is running at the same velocity, 
while the drive is accessing data at the inner or outer tracks. In this way, the 
drive will achieve lower data transfer rates at the inner tracks and higher 
transfer rates at the outer tracks. Thus using some or older benchmarking 
utilities, such as WinBench 96, will give lower data transfer rates because 
these utilities use the drive's inner tracks for its performance tests. 

2. A disc will occupy only the inner tracks when it is not full. Thus, because of 
the way your CD-ROM Drive accesses data (see preceding explanation on 
CAV technology), the drive will achieve lower data transfer rates. Use a full 
disc if possible to get the maximum transfer rate from your drive. 

3. Change the transfer mode of your CD-ROM Drive to Multi-word or Ultra 
DMA Mode to maximize its capability. 

• For DOS, see Transfer Mode under II. Software Installation for more 
information. 

• For Windows 95 or Windows NT, Bus Master driver must be installed. 
Unless your computer dealer installed the driver when you bought it or 
your motherboard supports Bus Master mode, Windows will not use bus 
mastering for your CD-ROM Drive. 

— Double-click My Computer I Control Panel I System I Device Manager 
I CD-ROM controllers. If you are using bus master, PCI Bus Master 
will be displayed. If not and your motherboard has the new PCI controller 
chipsets from Intel, for example, the 440BX, but does not have a CMOS 
setting for Bus Master mode, you may have to get the driver from Intel. 
Check with your dealer for more information. 

• If you do not have Bus Master driver under Windows 9x, double-click 
My Computer I Control Panel I System I Device Manager I CD-ROM, 
right-click ASUS CD-Sxxx and then click Properties I Settings. Under 
Options of the Settings tab, click DMA to enable DMA Mode. 

4. Your CD-ROM drive reads data at different speeds depending on the disc format. 
Your CD-ROM drive performs at its best when it is reading a CD-ROM or CD- 
ROM format disc. With other formats, such as Audio CD or Video CD, data 
transfer rate performance may be slower than the maximum rate performance 
specified. 

PROBLEM Cannot display the directory on an audio CD disc with the DIR command. 

CA USE The DIR command does not work with audio CD discs while in DOS . You can 

use the command, however, to display the directory on a data CD. 

NOTE: You can use the DIR command to display the directory on an audio disc while in 
Windows using the command prompt or MS-DOS Prompt. Refer to your Windows manual 
on how to find the command prompt. 
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ENGLISH 

QUICK INSTALLATION GUIDE 



I. Hardware Installation 

1. Turn off your computer and peripheral devices, such as your printer. 

2. Ground yourself by using a wrist strap. If you do not have one, touch both of your 
hands to a safely grounded object or to a metal object on your system. 

3. Remove the cover from your computer. 

4. Set your drive as either the Master or Slave (default) drive by placing the jumper 
cap on the desired jumper. 

5. Insert the CD-ROM Drive into one of the free 5.25-inch bays available for disk drives. 

6. Connect an unused power supply cable to the back of your CD-ROM Drive. 

7. Connect the 40-pin IDE ribbon cable to the back of your CD-ROM Drive. Make 
sure that the red stripe on the cable is aligned to Pin 1 of the IDE connector. 

8. If you have a sound card, connect the 4-pin CD audio cable to the CD-ROM Drive's 
Analog Audio line out connector. If you do not have a sound card, plug earphones, 
headphones, or powered/self-amplified speakers to the Headphones Jack on your 
CD-ROM's front panel. Set the volume controls of your drive and powered/self- 
amplified speakers to minimum before starting or restarting your computer. 

9. If you removed any drive or other items other than your CD-ROM Drive, put them 
back into place and secure them to your computer. 

10. Slide your CD-ROM Drive now into place and fasten it to your system with the 
screws provided. 

1 1 . Replace the cover on your computer and secure it with the screws you removed earlier. 

12. Reconnect the power supply. 

II. Software Installation 

1 . For DOS/Windows 3.x, insert the CD-ROM Driver for DOS/Win 3.x Installation disk 
into either drive A or drive B, type A: install (or B: install) and then press [Enter], 
choose your preferred setup option and then follow the instructions on the screen, and 
then restart your computer after installation is complete. 

2. For Windows 9x or Windows NT, Windows will automatically detect and deter- 
mine the current settings for your drive and install the correct driver. 

3. For other operating systems, your CD-ROM Drive supports the ATAPI drive inter- 
face and your system should be able to load the appropriate driver for your drive. 




Sound Card 



Power Supply 



Power 
Switch 



Power Supply 
Cables 



CD-ROM Drive 



Insert Your CD-ROM Drive 
Into a Free Drive Bay 
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FRENCH 

GUIDE D' INSTALLATION RAPIDE 



I. Installation du Materiel 

1. Eteignez votre ordinateur et ses peripheriques, tel que rimprimante. 

2. Reliez vous a la terre par une courroie a votre poignet. A defaut, maintenez le contact 
de vos deux mains avec un objet lui-meme relie a la terre, ou a une partie en metal de 
votre systeme. 

3. Enlevez le couvercle de votre ordinateur. 

4. Reglez votre lecteur en tant que lecteur Maitre ou Esclave (choix par defaut) en plagant 
le cavalier sur la position desiree. 

5. Inserez le lecteur de CD-ROM dans Tun des emplacement libre de 5.25 pouces 
disponible pour les drivers. 

6. Connectez un cable d' alimentation inutilise a Tarriere de votre lecteur de CD-ROM. 

7. Connectez la nappe 40 broches a l'arriere de votre lecteur de CD-ROM. Assurez vous 
que la bande rouge du cable est aligne avec la broche 1 du connecteur IDE. 

8. Si vous possedez une carte son, connectez le cable CD-audio 4 broches a la prise 
Analog Audio line out du lecteur de CD-ROM. Si vous n'avez pas de carte son, branchez 
des ecouteurs, casques ou enceintes autonomes a la prise jack du panneau frontal de 
votre lecteur de CD-ROM. Avant de redemarrer votre ordinateur, baissez le volume 
du lecteur et vos enceintes au minimum. 

9. Si au cours de 1' operation vous avez retire des elements autres que votre CD-ROM, 
remettez les en place. 

10. Faites glisser votre lecteur de CD-ROM dans son emplacement et fixez le au systeme 
avec les vis fournies. 

1 1 . Replacez le couvercle de votre ordinateur avec les vis que vous avez enlevees prealablement. 

12. Rebranchez T alimentation electrique. 

II. Installation du Logiciel 

1. Pour les environnements DOS/Windows 3.x, inserez la disquette d' installation du lecteur 
de CD-ROM pour DOS/Win 3.x dans le lecteur A ou B, tapez A: install (ou B: install) 
puis tapez [Entree], choisissez vos parametres d' installation et suivez les instruction 
sur l'ecran, redemarrez votre ordinateur apres la fin de 1' installation. 

2. Pour Windows 9x ou Windows NT, Windows detectera et determinera automatiquement 
les parametres presents et installera le bon pilote. 

3. Pour les autres systemes d' exploitation, votre lecteur de CD-ROM supporte T interface 
ATAPI ce qui permettra a votre systeme de charger le pilote correspondant a votre lecteur. 

Carte Son Alimentation 



Bouton 
d'Alimentatioi 




Cables 



d'Alimentation 

Lecteur de CD-ROM 

Inserer votre Lecteur de CD-ROM dans un Espace pour Lecteur Disponible 
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Lecteur de CD-ROM Haute Vitesse 



GERMAN 

EINFACHE INSTALLATIONANLEITUNG 



I. Installation der Hardware 

1. Schalten Sie Ihren Computer und periphare Gerate, wie z. B. Drucker, aus. 

2. Erden Sie sich durch ein spezielles Band am Handgelenk. 1st ein solches Band nicht 
verfiigbar, sollten Sie ein sicheres, geerdetes Objekt oder ein Objekt aus Metall an 
Ihrem PC beriihren. 

3. Entfernen Sie die Abdeckung Ihres Computers. 

4. SchlieBen Sie Ihr Laufwerk entweder als Master oder Slave (default) an, indem Sie 
den Jumper an die gewiinschte Stelle setzen. 

5 . Setzen Sie das CD-ROM-Laufwerk in die dafiir vorgesehene Aussparung in Ihrem System. 

6. SchlieBen Sie ein ungenutztes Stromversorgungskabel an Ihrem CD-ROM-Laufwerk an. 

7. SchlieBen Sie das 40-pin IDE Kabel an Ihrem CD-ROM-Laufwerk an. Verge wissern 
Sie sich, dass der rote Streifen auf der Seite von Pin 1 des IDE-Anschlusses liegt. 

8. Sollten Sie eine Soundkarte haben, schlieBen Sie das 4-pin CD-Audiokabel am Analog 
Audio line out-AnschluB des CD-ROM-Laufwerks an. Haben Sie keine Soundkarte, 
schlieBen Sie einen Kopfhorer oder Lautsprecher an die Lautsprecherbuchse auf der 
Vorderseite des CD-ROM-Laufwerks an. Drehen Sie die Lautstarkeregler des Laufwerks 
und der Lautsprecher auf Minimum bevor Sie Ihren Computer starten oder neu starten. 

9. Falls Sie auBer Ihrem CD-ROM-Laufwerk noch andere Gerate entfernt haben, setzen 
Sie diese wieder ein und verbinden Sie mit Ihrem System. 

10. Setzen Sie nun Ihr Laufwerk ein und befestigen Sie es mit den mitgelieferten Schrauben. 

11. Setzen Sie die Abdeckung wieder auf Ihren Computer und befestigen Sie sie mit 
den vorher entfernten Schrauben. 

12. SchlieBen Sie die Stromversorgung wieder an. 

II. Installation der Software 

1 . Unter DOS/Windows 3.x legen Sie die Treiberdiskette fur DOS/Windows 3.x in Laufwerk 
A oder B und geben A:install (oder B: install) ein. Driicken Sie die Enter-Taste und 
wahlen Sie die bevorzugte Setup Option aus. Folgen Sie danach den Anweisungen auf 
dem Bildschirm und starten Ihren Computer nach Beendigung der Installation erneut. 

2. Unter Windows9x oder Windows NT werden automatisch die richtigen Einstellungen 
vorgenommen und der richtige Treiber installiert. 

3 . Bei anderen Betriebssystemen unterstiitzt Ihr CD-ROM-Laufwerk das ATAPI-Treiberinterface 
und Ihr System ist in der Lage, den jeweiligen Treiber fur Ihr Laufwerk zu laden. 




Stromversorgung 




Schalter 




Stromkabel 



CD-ROM Laufwerk 



Setzen Sie Ihr Laufwerk in eine dafur vorgesehene Aussparung 



High-Speed CD-ROM-Laufwerk 
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ITALIAN 

GUIDA PER UNA INSTALLAZIONE VELOCE 



I. Installazione Hardware 

1. Spegnete il computer e i dispositivi periferici, quali la stampante. 

2. Collegatevi alia massa con un bracciale anti statico. Se non ne avete uno, toccate con 
entrambe le mani una superficie collegata a terra o una parte metallica del vostro sistema. 

3. Aprite il cabinato. 

4. Configurate il CD-ROM drive come master o come slave (default) spostando il 
jumper nella posizione adeguata. 

5. Inserite il CD-ROM drive in un vano da 5,25" libero. 

6. Alimentate il CD-ROM con un cavo di alimentazione non utilizzato. 

7. Connettete il cavo IDE da 40 poli al connettore IDE del CD-ROM. Assicuratevi che 
il lato con la striscia rossa sia allineato al pin 1 del connettore IDE. 

8. Se avete una scheda sonora connettete il cavo audio a 4 pin al connettore Analog 
Audio line out del CD-ROM. Se non avete una scheda sonora inserite una cuffia o 
delle casse acustiche all'uscita per cuffie sul pannello frontale del CD-ROM. 
Impostate il controllo del volume del drive e delle casse acustiche al minimo prima 
di avviare il computer. 

9. Se avete rimosso altri dispositivi per installare il CD-ROM drive rimetteteli al posto 
e fissateli al computer. 

10. Fissate nella giusta posizione il CD-ROM tramite le viti fornite. 

1 1 . Richiudete il computer. 

12. Riconnettete il cavo di alimentazione. 

II. Installazione Software 

1 . Per i sistemi operativi DOS/Windows 3.x, inserite il dischetto con il driver per DOS/ 
Win 3.x nel drive A o drive B, digitate A: install (o B: install) e premete [Invio], 
scegliete le opzioni di setup preferite e seguite le istruzioni a schermo. Al termine 
dell' installazione riavviate il computer. 

2. Per Windows 9x o Windows NT, Windows rilevera automaticamente il vostro drive 
e installera il driver corretto. 

3. Per altri sistemi operativi il drive CD-ROM supporta l'interfaccia ATAPI e il vostro 
sistema dovrebbe essere in grado di caricare il driver appropriato. 



Pulsante di 
Accensione 




Cavi di 
Alimentazione 

Drive CD-ROM inserite il Vostro Drive CD-ROM 
in un Vano Libero 
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CD-ROM ad Alta Velocita 



SPANISH 

GUIA DE INSTALACION RAP I DA 



I. Instalacion de la Unidad 

1. Apague su equipo y los perifericos conectados a el, como, por ejemplo, la impresora. 

2. Utilice una muneca antiestatica para evitar danar el equipo. Si no dispone de una, ponga en 
contacto ambas manos con un objeto con toma de tierra o con un objeto metalico de su sistema. 

3. Retire la cubierta de su ordenador. 

4. Configure su unidad como Principal o Subordinada -por defecto- (maestro o esclavo) 
conectando la salida del cable al conector que desee. 

5 . Inserte la unidad del CD-ROM en una de las bahias de 5.25" libres para unidades de disco. 

6. Conecte un cable de alimentacion libre en la parte trasera del lector de CD-ROM. 

7. Conecte el cable piano IDE de 40 pines en la parte posterior de su unidad de CD-ROM. 
Asegurese de que la franja roja del cable este alineada con el pin 1 del conector IDE. 

8 . Si posee usted una tarjeta de sonido, conecte el cable CD audio de 4 pines al conector de salida 
de audio analogica (Analog Audio line out) del lector de CD-ROM. Si no dispone de tarjeta de 
sonido, conecte los auriculares, altavoces o altavoces autoamplificados en la clavija (tipo jack) 
para auriculares localizada en el panel frontal del lector de CD-ROM. Configure los controles 
de volumen de su unidad y de los altavoces al minimo antes de iniciar o reiniciar su ordenador. 

9. En caso de que hubiese extraido alguna unidad o cualquier otro elemento ademas de su 
lector de CD-ROM, emplacelos de nuevo en su anterior posicion y ffjelos debidamente. 

10. Inserte el lector de CD-ROM en la posicion deseada y fijelo con los tornillos 
entregados. 

1 1 . Coloque de nuevo la cubierta de su ordenador y ffjela con los tornillos retirados anteriormente. 

12. Conecte de nuevo la fuente de alimentacion. 

II. Instalacion del Software 

1. Para DOS/Windows 3.x, inserte el disco de instalacion para DOS/Win 3.x en las 
unidades A o B, teclee A: install (o B: install) y a continuation pulse [Enter], escoja 
la option de sistema adecuada y siga las instrucciones en pantalla. Reinicie su 
ordenador una vez completada la instalacion. 

2. En Windows 9x o Windows NT, Windows detectara automaticamente la unidad y realizara 
los ajustes necesarios para el lector de CD-ROM, asi como la instalacion del driver necesario. 

3. Para otros sistemas operativos, el lector de CD-ROM soporta la interfaz de drive ATAPI 
y su sistema operativo podra cargar el driver adecuado para el lector de CD-ROM. 



Boton de 
Encendido/ 
Apagado 




Cables de 
Alimentacion 

Lector de CD-ROM Inserte el Lector de CD-ROM 

en una Bahia Libre 



CD-ROM de Alta Velocidad 
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3. M^I^tM • 

4. ffi^6$fl#tffl^llil^l«flll^ Master ^ Slave (ft® - 

5. ^«fMA^iw 5.25 mmmmm° 

7. 40-pin IDE f«lj«fl#^ IDE « . §M»§I|Ife)I§i 

SITili^) Pin 1 ° 

8. $Pll£»lIjI^£lW#$H? ' Analog Audio 
line out 4-pin ^ffitSt»^SI^#«-f ±^ffi*IWffl 

• M«1tl^M&W#$H? ' Ifflf 51 ^ JiSclJIfiiJR 
, ftjft D|ijnAfD7fcraifffiW#Se»iflfJilliJl/jN - 

ii. nwmmm\mm » ^^inm^gM^w*i«* • 

1. DOS/Windows 3.x : j$ »@^^gl^iKAl«fl A ^ B » »ltA 
A: install B: install) $?£j£T [Enter] H » S^^jifM^ll? 

2. Windows 98/95 ^ Windows NT : Windows #g|ij^lJilf ^ M^^^g^ffi 

mwm& • 

3. asf^i^M : *mmm atapi ^® . ®iwi#$^*j£®tA 
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3. ^jf%i&^«&, mmmnmo 

4. £3^15^B^«ftg3^J^ Master 1$ Slave 0 

5. ^ratA^iw 5.25 mmm®o 

6. MftM^lJ^ft^tMffiPo 

7. im 40-pin IDE flf^lj^gf^ IDE gP, ifSi^^^^Ife^^^ 
<tTgP±^ Pin 1 0 

8. MSt^liiWWWt^t, ifft^f Analog Audio line 

out ffin±Mt 4-pin ^mmmmmn^mmmnmm 
io. mmmmmmmw, mmm^mmmm^m. 

12. MMftB^Mo 
n. RfNSKW 

1. DOS/Windows 3.x: $^@J?$^$&$A$3E A|B, »!IA A: 
install B: install) fMk&T [Enter] ff 0 S^ilgfMfW! 

2. Windows 98/95 gSc Windows NT: Windows 

3. *mm at api /mo, t^wi^M^i;tu@ 
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>x i — jimm 



I. A-h^i70OXh-JW;i 

ffi^£v*TA0&Jl^#lcMnTT£lV, 

5. 5.25-T >t^IC CD-ROM A£IXUtttt£-f <, 

7. IDE 77yh^-7;U£flfciJttltrf. «r-7VU0^H^HT>^^-iJ(DPin 
1 lC^t)^T. BtUttltTTSlV, ) 

8. 1f7>Krt-K#*£J*£(i* 4-PinCD ^--fV^-7V^ K^^A'ilJcD 
Analog Audio Line Out =l*^-lC}gilUi;-f 0 (f-7> K7J- K/^&tUf 
^liv -ft*X 'vy l-7|N>$,^t\|i7>7l*lji7 > t 0 -7J-^^^7P>hA° 

jfrf/KU i-A£fi/J\|CUT*BOTT£lV, 

9. CD-ROM m^(DK7^A^^^IXU^L/cti^ jclcMLSto 

10. #®©^^TK7>f/t**>^TAlcfl5liJ#[t*-ro 
11. 

i2.ra*An*to 



II. 7 7 h^i70X h-Jl/ 

1. DOS&tfWindows3.1 (Di§£> K^/tA (Sfcli B) |C CD-ROM K^>fA' 
forDOS/Windows 3.1 (Dx-f 7.5% Aft, A : Install ( &%l\t> B : Install) <!: 
*^7°U Enter £ffiU3;to h7y7°:t7vEi >£ji*KU H®(D 

2. Windows 95 &tfNT(Di§£. Aligijlfl[C&iii£n> K^AtfH> 

3. ^<Dft!l(D OS(Di§£. ATAPI /U >^-7x-f 7£1t7K- h UTUtl 
(1 v7xAlcitii& K^A£ Load U£-f 0 




/t9— v-fyj'T-yfr 



CD-ROM K 7^ ASSf-f [cAtlTX U 
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IIC D - R 0 M K7^y 



DUTCH 

SNELLE INSTALLATIEGIDS 



I. Installatie van de hardware 

1. Schakel de computer en de randapparatuur, zoals uw printer uit. 

2. Aard uzelf aan de hand van een polsband. Indien u deze niet heeft, houdt dan uw beide 
handen op een veilig geaard voorwerp of op een metalen onderdeel dat zich op uw 
systeem bevindt. 

3. Verwijder de omhuizing van uw computer. 

4. Stel uw CD-ROM-station in als "Master" of "Slave "(standaardinstelling) door het 
jumperkapje op de gewenste jumper te plaatsen. 

5. Plaats het CD-ROM-station in een van de lege 5,25-inch bays, bestemd voor het 
installeren van een schijfstation. 

6. Verbindt een ongebruikte interne voedingskabel met de achterkant van het CD-ROM-station. 

7. Verbindt de 40-pins IDE-kabel met de achterkant van uw CD-ROM-station. Zorg ervoor 
dat de rode streep op de kabel zich op een lijn bevindt met Pin 1 van de IDE-connector. 

8. Indien u een geluidskaart heeft, verbindt dan de 4-pins CD audio-kabel met de Analog Audio 
line out (Analoge audio lijnuitgang) connector van uw CD-ROM-station. Indien u geen 
geluidskaart heeft, verbindt dan de hoofdtelefoon of de luidsprekers (met eigen voeding en 
ingebouwde versterker) met de hoofdtelefoonaansluiting, die zich aan de voorkant van het 
CD-ROM-station bevindt. Regel het volume van uw CD-ROM-station en uw luidsprekers af 
op het minimum niveau alvorens de computer opnieuw op te starten. 

9. Indien u voordien enige stations of andere elementen verwijderd heeft, plaats deze 
dan terug en zet deze weer in uw computer vast. 

10. Schuif het CD-ROM-station op haar plaats en zet het vast met behulp van de 
meegeleverde schroeven. 

11. Plaats de omhuizing terug op uw computer en maak het vast met de voordien 
losgemaakte schroeven. 

12. Verbindt de stroomvoorziening opnieuw. 

II. Installatie van de software 

1. Bij de installatie onder DOS/Windows 3.x, moet u de installatiediskette met het 
stuurprogramma voor DOS/Win 3.x in het station A of B plaatsen, vervolgens A: 
install (of B: install) typen en op [Enter] drukken. Kies de gewenste configuratie en 
volg de instructies die op het scherm verschijnen. Start uw computer opnieuw op 
wanneer de installatie voltooid is. 

2. Bij de installatie onder Windows 9x of Windows NT, zal Windows automatisch de 
huidige instellingen voor uw CD-ROM-station detecteren en vervolgens het correcte 
stuurprogramma installeren. 

3. Het CD-ROM-station ondersteunt de ATAPI drive interface, zodat , het systeem het 
juiste stuurprogramma zal laden bij de installatie onder andere besturingssystemen. 



Geluidskaart 





Voeding 



Aan/Uit 
schakelaar 




Voedingskabels 



CD-ROM-station 



Plaats uw CD-ROM-station in een lege drive bay 



High-Speed CD-ROM-station 
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RUSSIAN 

KPATKHH CnPABO^HMK TO YCTAHOBKE 



L YcTaHOBKa annaparypbi 

1 . BbiKjiKRirre KOMntiOTep h nepH^epHHHbie ycTpoftcTBa, TaKHe ok npHHTep. 

2. Ha^eHbTe 3amHTHbiii 6pacjieT rjik 3a3eMjieHH£. Ecjih y Bac hct 6pacjieia, npHKOCHHTecb 
o6eHMH pyxaMH k Ha^e^KHO 3a3eMjieHHOMy o6i>eKTy hjih k MeTajumne ckoh Hac™ 
KOMnbiOTepa. 

3 . Chhmhtc c KOMnbiOTepa KpbiniKy. 

4. 3aAairre /piCKOBOAape)KHM paSora: ochobhoh (Master) hjih BcnoMoraTejibHbin 
(Slave — Bbi6npaeTC^ no yMOJinaHHio) nyTeM cooTBeTCTByiomen yciaHOBKn nepeMbiHKH. 

5. BdaBbTe ahckoboa b o^hh h3 cbo6oahbix OTceKOB, npeAHa3HaHeHHbix rjiz yciaHOBKn 

5,25-£K)HMOBbIX ^HCKOBOAOB. 

6. IIo^co e^HHHTe k 3a#HeH CTOpOHe ^HCKOBO^a cboSoahbih Ka6ejib nHTaHHa. 

7. ITo^coe^HHHTe k 3aAHen CTOpOHe ^ncKOBO^a 40-KOHTaKTHbin IDE-Ka6ejib (nijien^)). Ilpn 
3tom KpacHaa nojiocKa Ha Ka6ejie ^ojDKHa 6biTb coBMenjeHa c KOHTaKTOM 1 IDE-pa3i>eMa. 

8. Ecjih y Bac ecTb 3ByKOBaa njiaia, no^coe^HHHTe 4-KOHTaKTHbin ay#HOKa6ejib k pa3teMy 
AHCKOBOAa, cooTBeTCTByiomeMy aHajioroBOMy Bbixo^y Ecjih y Bac HeT 3ByKOBOH iuiara, 
no^KJiiOHHTe HayniHHKH hjih ^HHaMHKH k pa3i>eMy rjiz rojiOBHoro Tejie(|)OHa, 
pacnojio^ceHHOMy Ha nepe^HeH naHejin ^HCKOBO^a. npe^e neM BRjiionaTb hjih 
nepe3anycKan> KOMntiOTep, yciaHOBHTe MHHHMajibHbin ypOBeHb rpOMKOCTH ^jih 

AHCKOBO^a H ^HHaMHKOB. 

9. Ecjih bbi npe^BapHTejibHO H3BjieicjiH H3 KOMnbiOTepa KaKOH-jinSo ahckoboa hjih ^pyroe 
ycTpoiiCTBO (KpOMe AHCKOBO^a CD-ROM), BepHHTe hx Ha MecTO h Ha^e^cHO 3aKpenHTe. 

1 0 . BcTaBbre Ha MecTO ahckoboa CD-ROM h 3aKpenHTe ero npnjiaraeMbiMH BHHTaMH. 
1 1 . BepHHTe Ha Me CTOKpbimKyKOMnbK)TepaH3aKpenHTeee BHHTaMH, KoropbieBbipaHeecHajiH. 
1 2 . CHOBa no/pcmoHHTe 6jiok nnraHHa. 
II. YcTaHOBKa nporpaMMHoro o6ecneneHHH 

1 .J\ji% DOS hjih Windows 3.x BdaBbTe b ^hckoboa A hjih B ycTaHOBOHHyio 
AHCKeTy k CD-ROM Driver for DOS/Win 3.x, HaneHaTairre A: install (hjih B: 
install) h HamiHTe Ha KjiaBHiny Enter. 
2 . CncTeMa Windows 9x hjih Windows NT aBTOMaraHecKH oSHapy^cHT ^hckoboa, onpe^ejiHT 

ero Texymne napaMeTpbi h yciaHOBHT Hy^cHbin ApaiiBep. 
3 . J\jm pa6oTbi c ApyrHMH onepaijHOHHbiMH CHCTeMaMH ^hckoboa CD-ROM no^ep^KHBaeT 
HHrep^eiic ahckobo^ob ATAPI, a 3aAana cncTeMbi — 3arpy3HTb Heo6xo£HMbiH jsjm AHCKOBO^a 
ApanBep. 

B JI O K 




^HCKOBO/J CD-ROM BCTEBBTe AHCKOBOA B CB060AHBIH OTCeK 
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BbicoKOCKopoc 1 1 ioii ihckobo j CD-ROM koimi iai inn 



SVENSKA 

SNABBINSTALLATIONSGUIDE 



I. Maskinvaruinstallation 

1. Stang av datorn och kringutrustningen, liksom skrivaren. 

2. Jorda dig genom att anvanda ett armband pa handleden. Om du inte har det, berora 
med bada hander ett sakert jordat objekt eller ett metallobjekt av systemet. 

3. Ta bort luckan av din dator. 

4. Ange din station som antigen Primar eller Sekundar (standart) station genom att 
placera bygelisolator pa den onskade bygeln. 

5. Satt CD-ROM -stationen in i en av de lediga 5.25" platserna. 

6. Ansluta en elkabel som inte anvands vid tillfallet till baksidan av din CD-ROM- 
station. 

7. Ansluta 40-stiftars IDE-bandkabel till bakdelen av din CD-ROM-station. Kontrollera 
att den roda traden justeras till Stift 1 av IDE-kontakten. 

8. Om du har ljudkort ansluta 4-stiftars CD-ljudkabel till Analog Audio line out kontakten pa CD- 
ROM-station. Om du inte har ljudkort, satt in horlurar eller hogtalarna med separat elkallan i 
Horlurarsuttaget pa CD-ROM-stationens frampanelen. Stall in volym av din station och 
hogtalarna med separat elkallan pa minimum innan du startar elle startar om din dator. 

9. Om du har tagit bort nagra stationer eller andra delar forutom CD-ROM-stationen, 
aterplacera dem och kontrollera att dem sitter fast. 

10. Satt in din CD-ROM-station i utrymmet och fastskruva den till systemet med de 
befintliga skruvorna. 

o 

1 1 . Aterplacera luckan pa din dator och fastskruva den med de skruvor som du har tagit bort innan. 

12. Koppla upp elkallan. 

II. Mjukvaruinstallation 

1. For DOS/Windows 3.x, satt in installationsdisk med CD-ROM drivrutin for DOS/ 
Win 3.x i antigen station A eller enhet B, ange A: install (eller B: install) och tryck 
pa [Enter] sedan, valj passande installningsalternativet och folj direktiv pa skarmen, 
sedan starta om din dator efter du ar fardig med installationen. 

2. For Windows 9x eller Windows NT, Windows ska upptacka och avgora de aktuella 
installningarna av din station och installera den korrekta drivrutinen automatiskt. 

3. For andra operativsystem, din CD-ROM-station stoder ATAPI stationsgranssnitt 
och systemet maste kunna ladda den passande drivrutinen for din station. 



Strom- 
brytare 




Elkallanskablar 



CD-ROM-station 

Satt din cd-rom -station in i en ledig stationsplats 



Hoghastighets CD-ROM-enhet 
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TURKQE 

QABUK KURULUM KILAVUZU 



I. Donan mKumlumu 

LBilgisayar n z veyaz c gibigevneselayg tJar n z kapat n. 

2 . Topraklama igin kullan lan bileklik ile kendinizi topraklay n. E er yoksa, iki elinizi 

de topraklanm bir nesneye veya sisteminizdeki metal bir nesneye dokundurun. 
3Bilgisayar n z nkasas n a? n. 

4. Jumper' ilgili yere takarak suriicunuzu Master veya Slave (varsay lan) durumuna 
getirin. 

5£D-ROMsuruciiyu,cfisksMculeri5ma^ lm bo 5.25inglikyuvalardanbirisineyerle tirin. 
6.Kullan lmayanbirgiigkayna kablosmuCD-ROMsiirucihiizfc natak n. 
7.40-pin'likLDE kablosunu CD-ROM sMciiniizunarkas natak n.Kablodakik rm z gizginin, 
IDEba lant s ndakiRnl'egeldi indeneminolun 

8. Birseskart n zvarsa,4-pin'lik CD ses kablosunu CD-ROM sMciiniin^ig&C' k 

ba lant s natak nSeskart n zyoksa,kulakl kveyahoparlorlerinizi, CD-ROM siiruciinuzun 
onpanelinctekikulakl kgiri inetak nSisteminizigal t rmadanoncesiirudhm^ 
ses seviyesini minimuma getirin. 

9. CD-ROMsurutiM^ kabirpargay 5 kard ysan z,onlar tekrar 
yerlerineyerle tirinvesa lamia t r n 

10£D-ROMsMcusiMitamolarakyerineyerle tirinvepakettekividalarlasa lamia t r n. 
lLSistmiinizinkasas n kapat nveoncecfeag kartt n zvidalarlal<asay sa lamia t r n 
12.Gijfkayna n tekrarba lay n 

II. Yaz 1 mKumlumu 

1 .DOS/Windows 3 .x igin, A veya B sMciinuze DOS/Win 3 .x igin CD-ROM Suruciisii Kurulum 
disketinitak nveA: install (veya B: install) yazarak [Enter] 'abas n.Tercihetti inizfairulum 
opsiyonunusegin^krancydkomutlar takipedinvekurulumbitti indesisteminiziyeniden 
ba k n 

2. Windows 9x veya Windows NT, suriicuniiz igin otomatik olarak gerekli ayarlar 
tespit edecek ve do ru suriiciiyu yiikleyecektir. 

3. CD-ROM sMciMizATAPIsiirM indendolay ,di eri letimsistemleri 
de suriiciinuz i?in uygun suriiciiyu yiikleyecektir. 




Gug Kayna Kablolar 
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